Ustawienia czytnikow do wspotpracy z programem punktualnik 2.0
Ustawienia czytnika biurkowego

58 Demo V155 - O

Connect Reader Reader Parameters | 1S018000.6C Wrte | 1S0130006C Read | 1S018000.68 Wite | 1S0180006E Read | EPCC1G2 Test |

Hard Version: IDD[TI Soft Version: ID-I E Gt parameters |

Hardware 1D: |zDzszTE?
Basic Paramet
asl(.: EELEE ) Update parameters
Min.Frequency of Camier{MHz): 01865500 =
Max. Frequency of Camier(MHz): [11-867500 ~|
RF Power Outpt: |15
Tag types to be read
( " 15018000-68 (+ 1S018000-6C |
Data Format
|7 ) Hezx \ o [lgecimal |
Data Area
|7 " EPC number " User Area [( o« TID\ |
™ Prefix Prefix value: I \J
™ Enter and Wrap
Data Address i
|7 Start Address: [ I3 J gl L I‘1 j |
interval of reading tag Wms  ~ Standard output interval (1-255): I1

Ustawienia czytnika zintegrowanego

%8 Demo V163

Connect Reader Reader Parameters | 1S018000-6C Test | 1S018000-68 Test | Auto Test |

r— Basic Paramet

BaudRate of RS232/R5485 Port: | 115200 ~| Hard Version: |D~?'ﬂ'D Reader ID: |2020120?33
) Update Parameter
Min Frequency of Camier: |1:565.5DD 'l Soft Version: 02801 Madule Version: I :
Mad
Max.Frequency of Canier: I-l:EbG?.DDEI - [ ode

o (" Command Type of Tag
RF Power Output{0dBm-33dBm): |5 1501 : Factory Parameter |

Max Tags of once Reading(1%«100): 10 ¥ Enable Buzzer

¥ 15018000-6C
Address of Reader(1-254): 1

Stop Auto

4

AutoP

Working Antenna Condition of Report P — 557 IP Parameters for Host ————————————————
P ANTIT ANT2I ANT3 [ ANT4] | 7 Nothy Now 57 |PAddess |12 168 . 0 6

= Timing Motify Number of Tags:

Auto Mode
’V ¥ Continuing " Trigger :: Add ' Remove Diapause of Report(s): |1ZD Port: IH}DD
Format of O ELake Diapause of Reading: IEH}HS j'
’7(' Terse { Stan%ard I™ Report Output Wiegand Output

J

o "l
Part for Output Pulse Width |4n Start Address of 1D(0-8): \_/ |4>
" RS232 (" RS4B5 " RJ45 " Wiegand2f (% Widgand34 (“10us):

" 1D of the Tag
Trigger Level o Pulse Interval l—
® Low  High (*10us): @ 5N Selected by User

— IP Parameters for Reader ————— ~ ReportFitter
. 152 168 . 0 . 100 Address of Tag 0 Length of Tag Iﬂ Set Filter |

P Address: | EPC bbit): EPClbit):

Tag Data(HEX): | Get fter_ |

Mask: | 255 . 255 . 255 . 0 Information ey

SetTi ™ Relay1 ™ Relay2
Catonay. | 12168 0 _ semme | = =
= et Time | SetRelay | GetRelay
MAC: [00ADEE1D2408

Set Metwork Parameter

!

[~ Cid Relay

Port:

:

"




